
1. Fold along line.

2. Cut along trim line to form card, if desired.

• Print this page to scale at 100% (verify that the scale on your printed card matches that of a ruler)

• Fold page along the centre line (    )

• You can cut around the outside of the card to remove excess paper,  
but this is not required (                       )

• Use the card to perform your personal inspection

Instructions

Wear and Tear 
Inspection Card

Guidelines
Review the Vehicle Condition Guidelines at audi.ca/inspection

  Dents, dings, scuffs and scratches on a body panel, less than 2.5 cm (1 inch) will not be charged.

  Dents, dings, scuffs and scratches on the bumper, less than 5 cm (2 inches) will not be charged.

       Tires with 3.2 mm (4/32 inch) or more tread depth from the lowest point will not be charged. 
       The red tread depth indicator should not be visible when inserting this card into the tread  
       for tires to meet this requirement.
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Reminders

Inspection Scheduling

Contact Information
• Contact your dealer for a pre-inspection and  

discuss appropriate repairs to minimize potential  
excess wear and tear charges.

• Schedule your final third-party inspection.

To schedule your final third-party inspection,  
call AutoVIN at 1-800-268-6639 or schedule 
online at autovin.com

Audi Finance
Lease-end Department 
300 – 4865 Marc-Blain Street
Saint-Laurent, QC H4R 3B2 

Tel: 1-866-400-7694 
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